


informative web sites, check email, access Usenet news, or execute local Java applets.
Custom business applications are accessed through the standard web protocols provided
within the browser.

Java 1.1 Vir tual Machine

AJava 1.1 virtual machine is included in the local Netscape NC Navigator on the NCD
NC400. This enables business applications to make use of distributed processing by
downloading Java applets to run locally on the NCD NC400. The inclusion of a Java virtual
machine on the client gives each desktop the power to download Java applets for local
processing from anywhere on the network, regardless of originating platform or location.

Business Application and Legacy Support

The NCD NC400 provides simultaneous windowed access to server-based business
applications and legacy applications running on most major systems. The local Netscape NC
Navigator provides access to web, application, database and other servers. In addition, users
may access legacy applications using IBM 3270E and 5250 emulators, DEC VT220, and
DEC VT340 emulators and X Window System clients. The NCD NC400 also comes standard
with an ICA client for accessing PC applications running on a multi-user Windows NT
server. 

Dual-Monitor Suppor t

For those applications where extended screen real estate is critical, the NCD NC400 offers a
dual-monitor option. Users can view and interact with data and graphics across two monitors
using a single keyboard and mouse. The cursor moves seamlessly across both screens,
allowing users to track information in multiple windows without the delays associated with
overlapping windows or restricted viewing areas.

Best in Class Multimedia Support

The NCD NC400 is the only network computer that can display true 30 frames per second
digital video to a window along side other application windows for a combined presentation.
The hardware assisted digital video will not degrade when using other local clients and
brings increased user productivity to every desktop. This functionality makes it possible for
users to be trained or updated via networked digital video at their desktops without
interrupting other tasks.

NCD NC400 Ser ies

 NC400 Logic
Base 

NC417 NC421

Display Size Base module only 17" color 21" color

Resolution Up to
1600x1200*
@ 72 Hz 

1280x1024 
@ 72 Hz 

1600x1200*
@ 72 Hz 



Displayable Index
Colors

256 256 256

Display True Color** 65,536 65,536 65,536 

Color Palette 16.7 million 16.7 million 16.7 million 

Display DPI  - 113 dpi 92 dpi

Dot Pitch - 0.27 mm 0.25 mm
* option V2 required for resolution greater than 1280x1024
**  option V2 required

Standard Features 

� Standard Features - Logic Unit, tilt/swivel display, Twisted-pair Ethernet interface, 2
serial interfaces, 3 button mouse, and power cord 

� Performance - X Window: 6.4 Xmarks; MPEG digital video: 30 fps at full screen 
� Warranty - One-year return-to-depot 
� Processors - Main processor: NEC R4310 @ 165 MHz, Digital video processor: C-

Cube CL-480 
� Video Memory - 2MB standard, total possible: 8MB (2MB standard, +2MB optional,

+4MB with option DM) 
� DIMM Memory - 8MB standard, 4 memory slots available for expandability, 128MB

max 
� LAN Ports - 10Base-T (Twisted-pair) standard; Optional:10Base2 (ThinNet) 10Base5

(ThickNet) , Auto-sensing 10/100Base-TX, Token-Ring 
� Serial Ports - Two 9-pin RS232 ports 
� Parallel Port - Optional:One 25-pin DSUB IBM-style port 
� Digital Video Card - Optional:MPEG digital video accelerator 
� Audio Interface - Optional:8/16 bit, monaural or stereo input and output, 48 kHz

sampling rate (mono or stereo), 64x oversampling, 3.5 mm stereo line in and out, 3.5
mm microphone in 3.5 mm stereo speaker/headset support, ICA audio 

� Flash Memory - Optional:2 MB, 4 MB, or 12 MB 
� Certifications - UL 1950, CAN/CSA C22.2 No. 950, IEC 950, FCC Class A,

EN55022 (class A), EN50082-1, EN60950, C-Tick, VCCI, MPR II (monitors only),
CE, Energy Star Compliant (both monitor and logic unit) 

� Cooling - Thermostatic cooling 
� Server Software - Requires NCBridge 3.1 or later 
� Keyboard - Optional:Windows 95, IBM 3270, DEC LK401, SUN type V 
� Dual-Monitor - Optional card on NC400 
� Monitor Connector - Mini D-sub 15-pin, VGA 

Software Features 

� Boot Options - X Server code downloadable from host or optionally from flash
memory 

� Boot Protocols - TFTP, NFS, BOOTP, DHCP;RARP, optional MOP/DAP 
� Network Protocols - Standard:TCP/IP,TFTP, NFS, RARP, PPP; Optional:Serial



Xpress,DECnet, LAT 
� Network Management - Standard:DNS,SNMP MIB II, PING, Boot Monitor,

Optional: DECnet Mirror, DECnet Trigger 
� Parameter Set-up - Set-up menu system and remote configuration files 
� Printer Support - Network printer support,local print screen, local BSD print spooler 
� Server - X server based on X11 Release 6.1 
� Web Support - Local Netscape NC Navigator Browser;  Java Interpreter; HTML,

HTTP, JPEG,GIF, MIME, SMTP, NNTP, FTP, POP3, IMAP4 
� Server Extensions - Shape, Input extensions,Multibuffer, XIE 5 V5.0 with DIS

imaging extension, font caching, Xidle and Xtest extensions, XBlink 
� Local Clients - Standard:TELNET, Console,Protocol Independent Chooser, Setup,

Local Client Launcher, VT220 Emulator, local xlock,low memory indicator, Flash
console client,Local Floppy Manager Optional: True OSF/Motif V2.0 window
manager,DECnet (Cterm, LAT), Serial Xpress, true OPENLOOK window manager,
Tek340 Emulator,IBM 5250 Emulator, 3270E Emulator (Models 2,3, 4, 5), 3287
Emulator, IBM Graphics 3179G Emulator (Models 2, 3, 4, 5) XIE 

� Multimedia local clients - Optional: local audio player, local audio mixer, local XIE
viewer,local video player 

� Multi-user PC Application Access: ICA local client for accessing Microsoft Windows
NT,Server 4.0 Terminal Server Edition, Citrix WinFrame 1.6 or 1.7 

� Host-based Clients - Optional:Sun Audio Redirect driver 
� Fonts - 27 Resident, 700+ available on server media 
� Font Service - TFTP, NFS, Flash, Serial Xpress, DAP 
� Supported Hosts - For SUN, HP, DEC (Ultrix, VMS, Alpha Open VMS), IBM

RS/6000, SGI, and other UNIX platforms 
� Input Options Supported - Touchscreen, barcode reader, trackball, light pen 
� Remote Access - PPP, SerialXpress 
� Media Formats - CD-ROM, TK-50


